POLYETHYLENE TANKS

Closed Top Cylindrical Tanks

Self-supporting closed-top tanks are ideal for short or long
term storage of a wide variety of liquids. The seamless one-
piece, stress-free construction and large filler openings
combine strength with versatility of use. All closed top tanks
are rated self supporting for 1.5 S.G. at 100°F. All tanks,

Colour: Natural regardless of load or temperature, must be fully supported
on the base with no overhang.
Code Style O.A. Dims. Imp. Filler Wt.
No. D" x H" Gal. Opening" Lbs.
5004-1 E 23 30 40 8 20
5005-1 E 23 46 60 8 29
5007-1 E 31 42 90 10 35
5008-1 E 31 59 135 10 50
5009-1 E 43 42 180 10 80
1346-1 C a7, 433 200 6 80
5006-1 E 43 59 250 14 90
1332-1  C 57 443, 300 6 110
5010-1 E 54 67 400 16 170
1350-1 C 64 51%, 500 6 150
5015-1 E 23 59 80 10 36
1896-1 E 30%a 74 175 8 70

Style B
Style E Style C

Low Profile/Horizontal Tanks.  Standard colour: Natural

These versatile tanks feature a large top opening for easy filling and the seamless
construction makes cleaning easier. Roto-moulded of durable polyethylene, they are the
toughest one-piece tanks on the market. (Stand not included)

Code No. Imp. Gals. Dimensions" (LxWxD) Filler Opening” Wt./Lbs
586-1 60 31 32 29 6 39
581-1 100 52 33 27 16 55
582-1 200 63 41 35 16 106
583-1 300 69 48 40 16 151

Accessories:

¥ Stands

¥ Covers

¥ Agitator mounts

¥ Fittings

Conical Bottom Tanks. Standard colour: Natural

Round Horizontal Tanks. Standard colour: Natural These round tanks are designed for vertical mounting, and feature a conical
Our rugged tanks are ideal for a wide range of liquid storage. bottom for complete drainage and contaminant settlement. (Stand not included)
Code Imp. Dim" Filler Wt.. Code Imp. Dim" Angle of Wall  Approx. Wt./Lbs
No. Gals. (DiaxL) Opening" Lbs No. Gals. (1.D. x Depth) Incidence Ins. Tank Cover
1506-1 135 32 55 8 64 1454-1 45 22 37 20° 3/16 20 3
1507-1 180 38 50 8 75 1455-1 80 30 37 20° 1/4 34 6
1508-1 275 38 74 8 110 1456-1 200 42 45 20° 1/4 67 11
1458-1 440 48 82 16 160 2543-1 400 53 64 20° 3/8 160 N/A
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