
CASTERS AND WHEELS
Phenolic Casters
Phenolic casters are a proven quality for medium and heavy duty applications.
Compounded from a phenolic resin reinforced with macerated virgin canvas
duck. They will not crush under the weight of excessive loads, and are
impervious to the harshest operating conditions. Not affected by oil, grease
and most corrosive chemicals. Will also tolerate extreme temperatures from a
high heat of 250°F to a low of -20°F. The 6" and 8" casters have a double
raceway for a smoother swivel under a heavy weight.

A 1. Swivel Casters (Phenolic)
Model No. Load Cap. Wheel Dia. Tread Width Bearing Type

BW-4150-BAL-RB 600 4" 11/2" Roller
BW-5150-BAL-RB 600 5" 11/2" Roller
BW-6200-BAL-RB 900 6" 2" Roller
BW-8200-BAL-RB 1,000 8" 2" Roller

A 2. Rigid Casters (Phenolic)
BWR-4150-BAL-RB 600 4" 11/2" Roller
BWR-5150-BAL-RB 600 5" 11/2" Roller
BWR-6200-BAL-RB 900 6" 2" Roller
BWR-8200-BAL-RB 1,000 8" 2" Roller Light Duty Casters

J. Resilex non-marking casters. A quiet rolling caster, it features roller
bearings and a double raceway for easier handling. Suited to a variety of
surfaces, they offer good performance at moderate cost.
K. Nylon casters are lightweight and resistant to oils, fats, alkalis and
detergents. They are virtually non-marking and cause no floor damage.
The 21/2" and 3" nylon casters are only available in swivel.

Pneumatic and Mold-on Rubber Casters

Pneumatic Casters
Pneumatic casters offer smooth and
quiet rolling over the roughest
surfaces, even outdoor terrain. Shock
absorbing properties give the greatest
possible protection to both the load
and floor. The Òair cushionÓ feature
will transport the most fragile material
and instruments without any damage.
Not recommended on floors with
metal shavings or corrosive chemi-
cals. For optimum use, full pneumatic
wheels must be properly inflated.

Swivel Casters

Model Load Wheel Wheel Tread Bearing
No. Cap. Type Dia." Width" Type

B.  PC-8L-PN-BB 300 Pneumatic 8 21/2 Ball
B.  PC-10L-PN-BB 350 Pneumatic 10 31/2 Ball
C.  BW-8200-RMC-RB 1000 Mold on rubber 8 2 Roller

Rigid Casters

B.  PCR-8L-PN-BB 300 Pneumatic 8 21/2 Ball
B.  PCR-10L-PN-BB 350 Pneumatic 10 31/2 Ball
C.  BWR-8200-RMC-RB 1000 Mold on rubber 8 2 Roller

Mold On Rubber Casters
Molded rubber wheel permanently
bonded to a spoked cast iron core.
Designed to take heavy loads, this
caster is preferred by manufacturers
of industrial equipment. A standard
feature on many different platform
trucks. The iron centre gives it
strength while the molded rubber
offers smooth and quiet operation.
Protects loads and surfaces. Will not
damage warehouse or factory floors.
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Model Load Wheel Wheel Tread Bearing Bearing
No. Cap. Type Dia." Width " Type Bore"

D. 3125-NL-P 275 Ny-Lite 3 11/4 Plain 1/2
E. 5200-BST-RB 825 Cast iron 5 2 Roller 3/4
F. 6150-WMT-RB 300 Rubber 6 11/2 Roller 3/4
F. 8200-WMT-RB 400 Rubber 8 2 Roller 3/4
F. 10200-WMT-RB 600 Rubber 10 2 Roller 3/4
G. 8200-RMC-RB 1000 Mold on rubber 8 2 Roller 3/4
H. 8200-BAL-RB 1400 Phenolic 8 2 Roller 3/4
H. 10250S-BAL-RB 2400 Phenolic 10 21/2 Roller 1
I. 10S-PN-BB 350 Pneumatic 10 31/2 Ball 3/4

Swivel Casters

Model Load Wheel Wheel Tread Bearing
No. Cap. Type Dia." Width" Type

J.  GP-4150-MR-RB 400 Soft rubber 4 11/2 Roller
J.  GP-5150-MR-RB 450 Soft rubber 5 11/2 Roller

K.  HK-25-NY 225 Nylon 21/2 11/8 Plain
K.  HK-3125-WNL 275 Nylon 3 11/4 Plain

Rigid Casters
J.  GPR-4150-MR-RB 400 Soft rubber 4 11/2 Roller
J.  GPR-5150-MR-RB 450 Soft rubber 5 11/2 Roller


