
WALK RAMPS & MOBILE YARD RAMPS

Thor-Weld's mobile yardramp speeds trailer and railcar
unloading. Light, high-tensile aluminum ramp frame has a
serrated, open grid deck for positive traction in all weather.
Ramp features pneumatic or solid cushioned tires and
pivoted clamp for maneuverability and precise positioning.
Hand operated hydraulic pump raises ramp top 38 - 61".
Standard capacities range: 11,000 to 24,000 lbs.

Walkramps
Lightweight, portable aluminum walkramps for faster, easier loading
and unloading.
Many applications:
¥ Roll your 2-wheel handtruck with load into back of pickup truck.
¥ Carry boxes and cartons
¥ Move furniture
¥ Safety treadplate aluminum surface provides positive non-skid

traction.

Aluminum Mobile Yard Ramps
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Aluminum Superstructure & Grating Aluminum Superstructure & Steel Grating
Load Width Width Length Load Width Width Length

Model Cap/Lbs Inside Outside Feet Weight Model Cap/Lbs Inside Outside Feet Weight

AMY-A-11-63-30 11,000 63 73 30 2,450 AMY-S-11-63-30 11,000 63 73 30 3,150

AMY-A-11-63-36L 11,000 63 73 36 2,840 AMY-S-11-63-36L 11,000 63 73 36 3,690

AMY-A-11-74-36L 11,000 74 84 36 3,072 AMY-S-11-74-36L 11,000 74 84 36 4,104

AMY-A-16-63-30 16,000 63 73 30 2,590 AMY-S-16-63-30 16,000 63 73 30 3,290

AMY-A-16-63-36L 16,000 63 73 36 2,960 AMY-S-16-63-36L 16,000 63 73 36 3,810

AMY-A-16-74-36L 16,000 74 84 36 3,192 AMY-S-16-74-36L 16,000 74 84 36 4,224

AMY-A-20-63-30 20,000 63 73 30 2,730 AMY-S-20-63-30 20,000 63 73 30 3,430

AMY-A-20-63-36L 20,000 63 73 36 3,195 AMY-S-20-63-36L 20,000 63 73 36 4,075

AMY-A-20-74-36L 20,000 74 84 36 3,427 AMY-S-20-74-36L 20,000 74 84 36 4,489

AMY-A-24-63-30 24,000 63 73 30 2,850 AMY-S-24-63-30 24,000 63 73 30 3,550

AMY-A-24-63-36L 24,000 63 73 36 3,390 AMY-S-24-63-36L 24,000 63 73 36 4,260

AMY-A-24-74-36L 24,000 74 84 36 3,622 AMY-S-24-74-36L 24,000 74 84 36 4,674

Formed Walkramp
Width Width Max. Ht. Cap. Weight

Model useable overall Length @ 20° Lbs. Lbs.

WKR 27-06 27 32 6 21 1250 35

WKR 27-08 27 32 8 29 950 54

WKR 27-10 27 32 10 38 750 68

WKR 27-12 27 32 12 46 600 81

WKR 30-06 30 35 6 21 1250 38

WKR 30-08 30 35 8 29 950 58

WKR 30-10 30 35 10 38 750 73

WKR 30-12 30 35 12 46 600 87

Other sizes and capacities available.


