
FLEXIBLE CONVEYOR

General Construction
Plated lattice side frame.
Tubular steel plated frame supports
5/16" steel axles. Plastic spacers
2" diam. plastic skate wheels
2" diam. rigid P.V.C. extruded rollers
2" diam. plastic end caps with ball bearings.
Height: All standard models are adjustable from 27" to 43"
(Other heights available)

Model W1696/E

Model R20P4E
14", 18" & 24" BFR
also available
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SPECIFICATIONS FOR STANDARD WHEEL MODELS
Length without Length with Wheels No. of

B.F.R. Model end section Model 2 end sections Per Centre Support
Closed Extended Closed Extended Axle Sections Frames

W16P2 1' 8" 5' 2" W16P2/E 2' 4" 7' 8" 4 1 2
W16P3 2' 11" 10' 0" W16P3/E 3' 7" 12' 6" 4 2 3

16" W16P4 4' 0" 15Õ 0" W16P4/E 4' 8" 17' 6" 4 3 4
W16P5 5' 1" 20' 0" W16P5/E 5' 9" 22' 6" 4 4 5
W16P6 6' 2" 25' 0" W16P6/E 6' 10" 27' 6" 4 5 6

W20P2 1' 8" 5' 2" W20P2/E 2' 4" 7' 8" 5 1 2
W20P3 2' 11" 10' 0" W20P3/E 3' 7" 12' 6" 5 2 3

20" W20P4 4' 0" 15' 0" W20P4/E 4' 8" 17' 6" 5 3 4
W20P5 5' 1" 20' 0" W20P5/E 5' 9" 22' 6" 5 4 5
W20P6 6' 2" 25' 0" W20P6/E 6' 10" 27' 6" 5 5 6

SPECIFICATIONS FOR STANDARD ROLLER MODELS
Length without Length with Rollers No. of

B.F.R. Model end section Model 2 end sections Per Centre Support
Closed Extended Closed Extended Axle Sections Frames

R16P2 2' 4" 5' 2" R16P2/E 3' 4" 7' 8" 2 1 2
R16P3 4' 4" 10' 0" R16P3/E 5' 4" 12' 6" 2 2 3

16" R16P4 6' 4" 15' 0" R16P4/E 7' 4" 17' 6" 2 3 4
R16P5 8' 4" 20' 0" R16P5/E 9' 4" 22' 6" 2 4 5
R16P6 10' 4" 25' 0" R16P6/E 11' 4" 27' 6" 2 5 6

R20P2 2' 4" 5' 2" R20P2/E 3' 4" 7' 8" 2 1 2
R20P3 4' 4" 10' 0" R20P3/E 5' 5" 12' 6" 2 2 3

20" R20P4 6' 4" 15' 0" R20P4/E 7' 4" 17' 6" 2 3 4
R20P5 8' 4" 20' 0" R20P5/E 9' 4" 22' 6" 2 4 5
R20P6 10' 4" 25' 0" R20P6/E 11' 4" 27' 6" 2 5 6


