DRUM PUMPS AND GAUGES

A. ROTARY PUMPS

Efficiently pumps 5 gallons per 80 handle revolutions Body and
blades are constructed of rugged cast iron. Model JW-214 han-
dles medium viscosity petroleum based products such as light
oils and anti-freeze. Model RDP-55X with non-sparking nozzle is
ideal for transferring gasoline and diesel fuel. Both models pump
in either direction (out the nozzle or in the nozzle when used with
partially submerged hose and cranked in opposite direction).
1%4" x 40" steel suction tube, 2" bung adaptor.

Model No. Wt. Lbs
JW-214 17
RDP-55X 17

B. STAINLESS STEEL PUMPS

Efficient transferring of liquids from 25 or 45 gallon drums. Stain-
less/Teflon pump handles most liquids, including aggressive ac-
ids and corrosives. 316 stainless steel construction with Teflon
piston, shaft and seal. Stainless/Polyethylene pump withstands
nitric and phosphoric acids and alkalies. 304 stainless steel con-
struction with polyethylene components. Chrome plated steel
pump with polyethylene components handles mildly corrosive wa-
ter based fluids, solvents and light oils. All pumps fit standard 2"
bung and deliver 8 oz. per stroke. 25"L with a 7"L x 1/2"0.D. spout
and 22"L suction tube, Wt. 3 Ibs.

Model No. Pump Construction
JW-316T 316SS/Teflon
JW-304 304SS/Polyethylene
JW-1461 Chrome Steel/Polyethylene

C.TRANSFER PUMP

This non-corrosive, double action piston pump is designed to
handle most petroleum products, solvents and industrial chemi-
cals with viscosities up to 2000 SSU. Discharges 1 quart per
stroke with a suction lift to 15 feet. Handle can be mounted above
or below pump. Tamper proof feature enables padlocking to pro-
tect against unauthorized use. Thermoplastic constructed pump
has a polyester glass reinforced body, Viton @Cring and cork-
nitrile gasket. All internal metal parts in contact with liquid are
316 stainless steel. Includes 8' PVC black vinyl discharge hose.
2 piece 1" x 34"L polyester suction tube, polyester discharge
spout and 2" bung adaptor

Model No. Wt. Lbs
HPN-3AM 11

D. POLYPROPYLENE LEVER PUMP

Delivers approximately 10 ounces per stroke with a capability of
6 gallons per minute. Manufactured of the highest quality
polypropylene. Will handle viscous materials equivalent to SAE
#90 oil: also compatible with most acids, caustics and other mild
liquids. 2" bung adaptor and telescoping extension tube for use
with 5 to 45 gallon drums. 360° discharge spout orientation.

Model No. Wt. Lbs
MR-60CPD 2

E. NYLON PUMP

Manufactured from heavy-duty nylon, this non-drip pump can
handle all viscosities from paraffin to gear oil. Viton seals. Dis-
charge rate of 26 gallons per 100 strokes. Self priming and vent-
ing foot valve ensures greater longevity of moving parts and a
minimum of maintenance. Detachable spout allows for discharge
hose adaptability. Dual thread 2" bung adaptor for plastic and
steel drums

Model No. Wt.Lbs
K-500 2

F. POLYPROPYLENE PUMP

Constructed of polypropylene and polyethylene. Self-venting
pump prevents corrosion and contamination when used with most
chemicals or acids. Dispenses 8 oz per stroke. Attaches to any
standard 3/4" or 2" drum opening on 5 to 45 gallon drums. 360°
discharge spout orientation.

Model No. Wt. Lbs

JW-80F 1
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CAUTION: Bond/Ground cables are required when
pumping flammable or combustible liquids from one
container to another. See @rounding Cables®n index

HORIZONTAL GAUGE

Instant, accurate information on the amount
of liquid in a 45 gallon drum. Mounts through
2" bung hole, seals tight, won®leak. A cor-
rosion- resistant rod extends from the dial
head to a float which rides on top of the fluid.
As the fluid level falls, the rod deflects the
dial pointer to indicate the amount, in gal-
lons, remaining in the drum.

Reads in 5 gallon intervals.

Model No. Wt. Lbs
DG-1 2

DRUM GAUGES

The solution to visually gauging contents of horizontal drums.
Excellent for most oils, solvents and chemicals. Combination
gauge and faucet permit uninterrupted draining of drum con-
tents with gauge in place. Mounts through 3/4" bung hole. Con-
structed of heavy gauge glass in plated steel body with Buna-
N seals. Wt 3 Ibs.

Model No. Description
272005 Gauge only
272006 Gauge with faucet*

*Zinc Die Cast Faucet FM approved for viscous liquids only.
No flame arrestor
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DRUM PUMPS AND GAUGES

A. SAFETY PUMP

FM Approved for handling flammables.
Comes complete with internal flame arrestor, steel
bung adapter to aid static grounding, and heavy
duty bonding wires to remove hazardous static
charge. Steel pickup tube with internal screen
keeps debris out of pump. Constructed of highly
polished carbon steel with Teflon piston, packing
and gasket for exceptional chemical and solvent
resistance. Pumps 8 oz. per stroke, designed to
fit 5-45 gallon drums.

Model No. Wit. Lbs.
2000TS 5

B. HEAVY DUTY PLASTIC
LEVER PUMP

This self-priming pump manufactured of engi-
neered plastic is designed for dispensing lubri-
cating oils as well as a variety of chemical fluids,
mild acids and alkalis. Discharges one quart per
three downstrokes. Anti-drip nozzle. 360° pump
alignment telescopic suction tube allows for use
with 25 and 45 gallon drums. Polypropylene con-
struction with polyethylene piston and valves, ni-
trile (BUNA N) seals.

Model No. Wit.Lbs
950 3.5

C. HEAVY DUTY
PLASTIC PUMP

Constructed entirely of engineered plastic, this
heavy duty, pistonless pump discharges approxi-
mately one quart per 4 downstrokes. The pump
has 360° alignment and incorporates a swivel
action anti-drip nozzle. Suitable for most disin-
fectants, detergents, acids, cleaning fluids and
chemical additives. Wt. 2.5 Ibs.

Model Drum Cap. Seal
925 5-45 gal. BUNA N (Nitrile)
925/205V 45 gal. Viton

D. STAINLESS STEEL
LIFT STYLE PUMP

Excellent for the fast transfer of acids and corro-
sives. Delivers 22 oz. per stroke. Constructed of
304 stainless steel with Teflon seal. Fits standard
2" bung for 45 gallon drums. 45"L with a 7L x */4"
0.D. spout.

Model Wt. Lbs.
JW-300S 6

E.VERTICAL DRUM GAUGE
Accurate QAt-A-GlanceOmonitoring.
This easy-to-read gauge is calibrated in gallons,
litres and percentage remaining in drum. Moni-
tors liquid level in vertical 45 gallon drums. Rug-
ged design for years of service. Heavy steel and
plastic construction with leak proof neoprene gas-
kets. Resistant to oil and many chemicals. Avail-
able for 3/4" or 2" NPT bung opening. Wt. 1 Ib.

Model Size"
FG34V55 3/4
FG20V55 2

F. DRUM FILL GAUGE

Provides a low cost solution to over-filling drums.
When the drum is almost full the indicator Pops-

ECONOMICAL AIR OPERATED TRANSFER PUMP

An economical solution to effortless pumping. A simple trigger action controls
the fluid flow for precise dispensing right at the drum or up to 6 feet away. De-
signed for pumping fluids such as engine oils, hydraulic oils, paraffin, degreasers,
mild acids and alkalis. Polypropylene construction with an acetal piston. Choice
of Nitrile, Viton or EPDM seals. Pumps at a rate of 10-20 litres per minute de-
pending on application. Air pressure operating range: 29-102 psi. Ratio is 1:1.
Telescopic uptake tube: 16" to 36". Air regulator included. Wt. 10 Ibs.
Optional Hose Kit c/w 6 ft. 3/4" PVC hose, hose clips, support bracket, dis-
charge hose adaptor and on/off tap. Wt. 1 Ib.

upQo warn you. Fits, in standard 3/4" bung open- '\P/l](_)(;jSEol—ﬁlgi E(iet?illz

ing. Bright red and yellow molded polyethylene. .

5" length. FM approved. Eiggg'ﬁii'\éﬁﬁ EV;SRA

Model Wt. 0zs. = -

8530 0.20 Z1050-SHK 6 ft. Hose Kit
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